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1.Module Classification Information
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@ |Brand : WINSTAR DISPLAY CORPORATION
@ |Display Type : F—=TFT Type, J—>Custom TFT
® [Display Size : 5.0” TFT
@ |Model serials no.
Backlight F—CCFL, White T—LED, White
© Type - S—LED, High Light White Z—Nichia LED, White
) A—Transmissive, N.T, IPS TFT Q—Transmissive, Super W.T, 12:00
LCD Polarize . ..
Type/ C—>Transm.1ss‘1ve, N. T, 6:00 ; R—>Transm1's51.ve, Super W.T, O-TFT
F—Transmissive, N.T,12:00 ; V—Transmissive, Super W.T, VA TFT
® Temperature I—>Transmissive, W. T, 6:00 W—Transmissive, Super W.T, IPS TFT
range/ Gray . K—Transflective, W.T,12:00 X—Transmissive, W.T, VA TFT
lS)ci:iztIizzerswn L— Transmissive, W.T,12:00 Y—Transmissive, W.T, IPS TFT
N—Transmissive, Super W.T, 6:00 |Z—Transmissive, W.T, O-TFT
A : TFT LCD F : TFT+CONTROL BOARD
B : TFT+SCREW HOLES+CONTROL BOARD G : TFT+ SCREW HOLES
@ |C : TFT+ SCREW HOLES +A/D BOARD H : TFT+D/V BOARD
D : TFT+ SCREW HOLES +A/D BOARD+CONTROL BOARD |I : TFT+ SCREW HOLES +D/V BOARD
E : TFT+ SCREW HOLES +POWER BOARD J * TFT+POWER BD
Resolution:
A | 128160 | B | 320234 | C | 320240 | D | 480234 | E | 480272 | F | 640480
G | 800480 | H| 1024600 | I | 320480 | J | 240320 | K| 800600 |L | 240400
M | 1024768 | N | 128128 | P | 1280800 | Q | 480800 | R | 640320 | S| 480128
T | 800320 | U | 8001280 | V| 176220 | W | 1280398 | X | 1024250 | Y | 1920720
Z | 800200 |2 |1024324 |3 | 7201280 | 4 |19201200| 5 | 1366768 | 6 | 1280320
@© |D: Digital L * LVDS M:MIPI
Interface:
N |Without control board A |[8Bit 16Bit H |HDMI
I |I2C Interface R [RS232 S SPI Interface U |(USB
TS:
N |Without TS T |Resistive touch panel | C |Capacitive touch panel (G-F-F)
@ || G |Capacitive touch panel (G-G) C1 | Capacitive touch panel (G-F-F)+OCA
C2 |Capacitive touch panel (G-F-F)+OCR G1 | Capacitive touch panel (G-G)+OCA
G2 |Capacitive touch panel (G-G)+OCR B | CTP+GG+USB
@ |Version: X:Raspberry pi
@ |Special Code #:Fit in with ROHS directive regulations
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2.Summary

TFT 5.0” is a is a color active matrix thin film transistor (TFT) liquid crystal display (LCD) that

uses amorphous silicon TFT as a switching device. This TFT LCD has a 5.0 inch diagonally

measured active display area with 800x480 (800 horizontal by 480 vertical pixel) resolution.
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3.General Specification

Item Dimension Unit
Size 5.0 inch
Dot Matrix 800x 3(RGB) x 480 dots
Module dimension 120.7(W) x75.8(H) x2.8 mm
Active area 108(W) x64.8 (H) mm
Pixel pitch 0.135(W) x0.135(H) mm
LCD type TFT, Normally Black, Transmissive
View Direction 80/80/80/80
Aspect Ratio 5:3

Driver IC

ST7262 or equivalent

Interface

LVDS

Backlight Type

LED ,Normally White

With /Without TP

Without TP

Surface

Anti-Glare

*Color tone slight changed by temperature and driving voltage.

WEFS50FTWAGLNNO#

F8H 23 H




4.Absolute Maximum Ratings

Item Symbol Min Typ Max Unit
Operating Temperature TOP -30 - +80 °C
Storage Temperature TST -30 - +80 °C

Note: Device is subject to be damaged permanently if stresses beyond those absolute

maximum ratings listed above

1. Temp. <60°C, 90% RH MAX. Temp.>60°C, Absolute humidity shall be less than 90% RH

at 60°C
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5.Electrical Characteristics
5.1. Typical Operation Conditions

Values
Item Symbol Unit | Remark
Min. Typ. Max.
Power voltage VCC 3.1 3.3 3.6 Vv
Power voltage VCCI 3.1 3.3 3.6 V
Current for Driver(Black) ICC - 67.6 102 mA | Vcc=3.3V

5.2. Backlight Driving Conditions

Values
Item Symbol Unit | Remark
Min. | Typ. Max.
Voltage for LED backlight VL 16.8 19.2 204 Vv Note 1
Current for LED backlight IL -= 60 -- mA
LED life time - -- 50,000 - Hr Note 2

Note 1: The LED Supply Voltage is defined by the number of LED at Ta=25C and IL

=20mal/pcs.
Note 2: The “LED life time” is defined as the module brightness decrease to 50% Original

brightness at Ta=25°C. and I. =20mA/pcs. The LED lifetime could be decreased if
operating ILis lager than 25mA/pcs.

e ’4/ ’4/ ’4/ ’<‘/ ’4/

15 N = = B g I P B P
LED-AeG—H —O LED-K
Q/ @/ @/ @/ Q/ @/

[ e N g e B P e g

!<l/ ’<‘/ ’<‘/ ’<‘/ !<l/ ’<‘/
L1 L L L L1 L

CIRCUIT DIAGRAM(LED 3*6=18 DIES)
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6.Power ON/OFF Sequence

6.1. Power On Sequence

Syslom kol

VCC VCCT —/.,;-,-,
GRD 1
11
e [
Dhapiay Signal I Ll Ll I_rfh_’ U I_I U U_
MLw bt Posas " : *

Symbol Description Min. Time Uit
TO System power stability to GREB signal 0 ms
T1 GRB = "High" to DISP="High" 10 ms
T2 Display Signal output to Backlight Power on 250 ms

Note :

1. When DISP pull “H” or “L”, IC will execute the internal power on or power off

procedures .Please be careful about the timing of DISP and do not interrupt it during power
on or power off procedure, otherwise unexpected errors will occur.

2: LVDS interface Display signal: DCLK P/N; RX[3:0] P/N

6.2. Power Off Sequence

Svstem Conirel
veecved fﬂ;f
GRR . i
' W2 "
pise |
| T 5 .
Disglay Signal
S i I rne T T I/ T T
Rackl ﬂ]hl Ponaiei _\\

Symbal Description Min. Time Unit
TO Backlight Power off to DISP="Low" 5 ms
T DISP="Low" to IC internal voltage discharge complete 100 ms

Note :

1. When DISP pull

2. LVDS interface Display signal: DCLK P/N; RX[3:0] P/N

“H”

or “L” ,IC will execute the internal power on or power off
procedures. Please be careful about the timing of DISP and do not interrupt it during power
on or power off procedure, otherwise unexpected errors will occur.
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7.LVDS Interface

7.1. LVDS Input Pin Mapping Table

Pin Name
RGB (LVDS) LVDS 3 lane LVDS 4 Lane

DCLKN DCLKN DCLKN

DCLKP DCLKP DCLKP
DBO RX0P RX0OP
DB1 RXON RXON
DB2 RX1P RX1P
DB3 RXIN RX1N
DB4 RX2P RX2P
DB5 RX2N RX2N
DB6 RX3P
DB7 .

Note: Symbol "-“ means reserve pin and should fix to “L” by DGND.

7.2. 4 Lane VESA Data Format Color Bit Map

DCLKP/N

R0 PIN —()({C0REEDERIE2RIET) X
RX1 PIN —{) {BA{BOGEIGAGIGC2GH X
RX2 PIN —{_) M\/%S&E}(Bﬂlm%)lﬁ X
RX PIN—{ X0 BTEBICTCORNEE )

WEFS50FTWAGLNNO#
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7.3. 4 Lane JEIDA Data Format Color Bit Map
| Current
< 4)'
Cycle

|
|
DCLKP/N_ | : |

RXOP/N 2R 9R4

Rx1 PIN—( X |B3B2CDGOGHGAGIH X D)

rRxz PIN— X |DBS ESETEBESER )
|

RX3 P/N X OXG13GO

7.4. 3 Lane VESA Mode Color Bit Map

| ¢ Current |
: Cycle '

DCLK PIN——

RX0 PIN —{X mwmmw RS
RX1PIN —{ ) ENBOGHGAGICGH )
rRx2 PIN —{ ) IDEVSHSESE9E3E2( ()
7.5. 3 Lane JEIDA Mode Color Bit Map
o —
DCLK P/N : |
RX0 PIN——( ) |C2RDESREEHEIRZY ()
RX1 PIN—( ) |B3ERCTGHGHGAHGH X
RX2 PHNMSWSWH
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7.6. LVDS Input Timing Table
| |
| < 1/RXFcLK » |
DCLKP |

DCLKN < i X >I<

Current

<

Cycle >

o (0000000000000 0
VCC % T _.:
Clock X X X X X :X X X X X

|
Internal Clock | 422222%222%?2222?

: « 1/RAFCLK
DCLKP |

DCLKN { X *

e (OO O00C00C00000000

-
-
-
-

1.__‘
-
-
-
-
-

- -

RsPOSiming : Rse0simax)
]
I

—_—

!

Tsw

f

Ideal strobe postion

TRKSM

TRKSM v

____>,<.___--

¥

Y KPR, ¢ APy .

Rrkz!1 : Receiver strobe margin
Rsros : Recelver strobe position
Tsw : Strobe width (internal DATA sampling windaow)
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LVDS Input Timing (VCC=VCCI= 3.3V, GND= 0V, TA=25[1C)

ltem Symbol Min. Typ. Max. Unit Conditions
Clock Freguency RXFcix 23 25 27 MHz
Input Data Skew Margin TRSKM 400 ps
Clock High Time Trven A/(7 % RXFewk) ns
Clock Low Time Tiver 37 x RXFowk) ns
PLL Wake-up Time TenPLL 150 us

LVDS Spread Spectrum Clocking (SSC) Tolerance of LVDS Receiver
Modulation Frequency SSCur 100 KHz
Modulation Rate SSCur +-3 %
WF50FTWAGLNNO# BISH 23 H




8.0ptical Characteristics

Item Symbol | Condition. Min | Typ. | Max. | Unit | Remark
Response time Tr+Tf | 6=0° -~ ®=0° - 30 40 .ms Note 3
At optimized
Contrast ratio CR viewing 800 | 1000 - - Note 4
angle
Color. | White Wx 8=0° « =0 0.27 | 0.32 | 0.37 Note 2.6.7
Chromaticity Wy 0.295 | 0.345 | 0.395
OR 70 80 -
For. oL 70 80
Viewing angle CR=10 Deg. Note 1
oT 70 80 -
Ver.
oB 70 80 -
Brightness ; ; 400 | 500 | = | caime| Centerof
display
Uniformity (V) - 75 - - % Noteb
Ta=25+2°C
Note 1: Definition of viewing angle range
Normal line
6=0=0 A
12 0 clock direction
_ Py om0
@5/ @L/—EOR\/\ /
e N
/. /
0.=90 — Or =90’

\ % Active Ar@}/
LCD Panel

Py 296;
6 0O'clock direction

Fig. 8.1. Definition of viewing angle

Note 2: Test equipment setup:

After stabilizing and leaving the panel alone at a driven temperature for 10 minutes, the

measurement should be executed. Measurement should be executed in a stable, windless,

and dark room. Optical specifications are measured by Topcon BM-7or BM-5 luminance

meter 1.0° field of view at a distance of 50cm and normal direction.
Photo detector

500mm

Normal line

O =P=0
12 O’clock direction
CID}:SBO”

0.=90" —

e

e /
Or =90

/A/cﬁve Are(/
LCD Panel

S
D 5 =90
6 O’clock direction

Fig. 8.2. Optical measurement system setup
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Note 3: Definition of Response time:

The response time is defined as the LCD optical switching time interval between “White” state
and “Black” state. Rise time, Tr, is the time between photo detector output intensity changed
from 90%to 10%. And fall time, Tf, is the time between photo detector output intensity
changed from 10%to 90%

Display

Data W hite(TFT OFF) | Black(TFT ON) | White(TFT OFF)
/%;:“‘q 100%
o = 90% —— —— "N =
5 s
=g |
s g |
& g2 \

= 10% T U

0%

Note 4: Definition of contrast ratio:
The contrast ratio is defined as the following expression.

Luminance measured when LCD on the "White" state
Luminance measured when LCD on the "Black" state

Contrast ratio (CR) =

Note 5: Definition of Luminance Uniformity

Active area is divided into 9 measuring areas (reference the picture in below). Every
measuring point is placed at the center of each measuring area.

Luminance Uniformity (U) = Lmin/Lmax x100%

L = Active area length

W = Active area width

1

1
|
!
i
i
|
|
i
|
i
|
11
|

R A D SRS R P PN |

Fig8.3. . Definition of uniformity
Note 6: Definition of color chromaticity (CIE 1931)
Color coordinates measured at the center point of LCD

Note 7: Measured at the center area of the panel when all the input terminals of LCD panel
are electrically opened.

WES0FTWAGLNNO# F17TH > $£23H



9.Interface

9.1. LCM PIN Definition

FPC Connector is used for the module electronics interface.

Pin Symbol Function Remark
1 NC No connection
2 VCC Power voltage
3 VCCI Power supply for digital I/O pins.
4 NC No connection
Global reset pin. When GRBis “L” , internal initialization
5 GRB .
procedure is executed
6 DISP Display on/off
7 GND Power Ground
8 RXINO-
LVDS input lane: RX0-/ RX0+ (RXON/RXO0P)
9 RXINO+
10 GND Power Ground
11 RXIN1-
LVDS input lane: RX1-/ RX1+(RX1N/RX1P)
12 RXIN1+
13 GND Power Ground
14 RXIN2-
LVDS input lane: RX2-/ RX2+(RX2N/RX2P)
15 RXIN2+
16 GND Power Ground
17 RXCLKIN- || VDS input lane, detail pin define please refer to LVDS
18 RXCLKIN+ | Input Pin Mapping Table. (DCLKN/ DCLKP)
19 GND Power Ground
20 RXIN3-
LVDS input lane: RX3-/ RX3+(RX3N/RX3P)
21 RXIN3+
22 GND Power Ground
23-24 NC No connection
FMT sets LVDS data format.
25 FMT L : VESA Mode (Default)
H : JEIDA Mode
26-27 NC No connection
SELB LVDS 3-/ 4- lane.
28 SELB L : 3-lane
H : 4-lane(Default)
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29 NC No connection
30 GND Power Ground
31-32 VLED- Power for LED backlight (Cathode)
Horizontal scan direction control pin.
33 L/R L : From right to left.
H : From left to right.(Default)
Vertical scan direction control pin.
34 u/D L : From down to up.
H : From up to down. (Default)
35 NC No connection
36-37 GND Power Ground
38 NC No connection
39-40 VLED+ Power for LED backlight (Anode)

WEFS50FTWAGLNNO#
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10.Reliability

Content of Reliability Test (Super Wide temperature, -30°C~80°C)

Environmental Test

Test Item Content of Test Test Condition Note
High Temperature |Endurance test applying the high storage 80°C >
storage temperature for a long time. 200hrs
Low Temperature |Endurance test applying the low storage -30°C
: 1,2
storage temperature for a long time. 200hrs
, Endurance test applying the electric stress o
(H)'gh T(_emperature (Voltage & Current) and the thermal stress to 80°C 2
peration : 200hrs
the element for a long time.
Low Temperature |Endurance test applying the electric stress  |-30°C 192
Operation under low temperature for a long time. 200hrs ’
High Temperature/ [The module should be allowed to stand at = |60°C,90%RH 192
Humidity Operation [60°C,90%RH max 96hrs ’
The sample should be allowed stand the
following 10 cycles of operation
Thermal shock -30°C ) 25°C  OX%g -30°C/80°C 2
resistance - , O 10 cycles
30min  5min 30min
1 cycle
Total fixed
amplitude : 1.5mm
Vibration
Frequency :
Vibration test Endurance_ test apply!ng the vibration during [10~55Hz 3
transportation and using. One cycle 60
seconds to 3
directions of
X,Y,Z for Each 15
minutes
VS=14KV(contact)
, , 18KV(air),
Static electricity test tEhr;dtuerrar:icr:;IteSt applying the electric stress to RS=3300 4
' CS=150pF
10 times

Note1: No dew condensation to be observed.

Note2: The function test shall be conducted after 4 hours storage at the normal
Temperature and humidity after remove from the test chamber.

Note3: The packing have to including into the vibration testing.

Note4: Endurance test applying the electric stress to the finished product housing

WEFS50FTWAGLNNO#
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11.Contour Drawing

PINNO.| SYMBOL | |PINNO.| SYMBOL

1 NC 21 |RXIN3+
120.7; 63 2 | vee 22 | GND
110.7(Bezel open); 03 5.0 28 62 3 vecel 23 NC
. 108(AA) 6295 A8 4 | NC 24 | NC
3= 5 | GRB 25 | FMT
| 6 | DISP 26 | NC
} 7 | GND 27 | NC
R|G|B | 8 |RXINO-|| 28 | SELB
- \-Pull tape i 9 |RXINO+ 29 NC
S 10 | GND 30 | GND
g - 800 X RGB X 480 11 |RXINI-| | 31 | VLED-
32| ‘ 12 |RXIN1+|| 32 | VLED-
= %) - - T - -
2130 13 | GND 33 L/R
“F 14 |RXIN2-|| 34 | UD
5 15 |RXIN2+| | 35 | NC
1 16 | GND 36 | GND
| 17 |RXCLKIN- 37 GND
i 18 [RXCLKINH 38 NC
| 2 19 | GND 39 | VLED+
J
20 |RXIN3-|| 40 |VLED+
BRI / / Black tape
B %
< ] M
g 1.65 Max
<+ COMPONENT HEIGHT
- = <
) = b
[3e} o .
Hﬂmmmmunﬂ]mmmummmww , Tt Stiffener B
t 0.35; 005 )
P0.5*39-19.5; 11 J‘)-%Q’-OS
26.3; 05 20.5; 01
The non-specified tolerance of dimension is j @3 mm .
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LCM Sample Estimate Feedback Sheet

Module Number :

1 . Panel Specification :

Page: 1

1. Panel Type : o Pass o NG,
2. View Direction : o Pass o NG,
3. Numbers of Dots : o Pass o NG,
4. View Area : o Pass o NG,
5. Active Area : o Pass o NG,
6. Operating o Pass o NG,
7. gt‘c;r‘éyg‘é-'lté}ﬁberature ‘' oPass o NG,
8. Others:

2 - Mechanical

1. PCB Size : o Pass o NG,
2. Frame Size : o Pass o NG,
3. Material of Frame : o Pass o NG,
4. Connector Position : o Pass o NG,
5. Fix Hole Position : o Pass o NG,
6. Backlight Position : o Pass o NG,
7. Thickness of PCB : o Pass o NG,
8. Height of Frame to o Pass o NG,
9. Height of Module : o Pass oNG,
10. Others : o Pass o NG,

3 - Relative Hole Size :
1. Pitch of Connector : o Pass o NG,
2. Hole size of Connector : o Pass o NG,
3. Mounting Hole size : o Pass o NG,
4. Mounting Hole Type : o Pass o NG,
5. Others:: o Pass o NG,

4 - Backlight Specification :
1. BIL Type : o Pass o NG,
2. B/L Color : o Pass o NG,
3. B/L Driving Voltage (Reference for LED o Pass o NG,
4. E/L IAD\ri'ving Current : o Pass o NG,
5. Brightness of B/L : o Pass o NG,
6. B/L Solder Method : o Pass o NG,
7. Others : o Pass o NG,

>> Gotopage2 <<

WEFS50FTWAGLNNO#

F2H $23H



ann
Y

Winstar Module Number : Page: 2

5 - Electronic Characteristics of Module :
1. Input Voltage : o Pass o NG,
2. Supply Current : o Pass o NG,
3. Driving Voltage for LCD : g Pass o NG,
4. Contrast for LCD : o Pass oNG,
5. B/L Driving Method : o Pass o NG,
6. Negative Voltage Output : 5 Pass o NG,
7. Interface Function : o Pass o NG,
8. LCD Uniformity : o Pass o NG,
9. ESD test: o Pass o NG,

10. Others : o Pass o NG,

6 - Summary :

Sales signature :
Customer Signature : Date : / /
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